&322 Cirrus

INTRODUCING

THE CIRRUS 12mm

Features

The perfect solution for your
budget-conscious customers

Give your customers a higher resolution
display for the absolute lowest cost
whether they are exploring billboards or
roadside signage. Our 12mm displays are
for price-focused customers with an eye

for quality who want a higher-resolution
sign, for a lower price.

— Solid-state technology
— |P65 rated with built-in power supply
— Future-proof modular architecture

—— 24-48 hour turnaround time

Includes

— Aluminum frames and hex bolts
— LED modules and controller
— Power and data cables

— ScreenHub software +
lifetime training & support

Specs

High-strength extruded aluminum frame

Total: W24” /H 127/ D 4 1/8” / Weight 11.2 Ibs.
Panel: D 7/8” / Weight 6.12 Ibs.
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Product information

Color

Resolution (pitch)
Brightness (NITS)
Panel dimensions
Module matrix

Max watts per panel
Min viewing distance
Viewing angle
Refresh rate

AC input
Temperature rating
WiFi connection
Cellular broadband
Display life span
Warranty

281 Trillion

12mm

7500

24"W/12"H/4 1/8’D/ 11.2 Ibs
24x48

70W

20ft

160° Horizontal / 90° Vertical

60 FPS

Universal AC input (90-264VAC input range)
-40°-158° Fahrenheit

TP Link long-range high power bridge
5 Year cellular broadband available
100,000 Hours

5-year limited hardware / 5-year service (optional)
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